






Walchem integrates its advanced sensing, instrumentation, fluid pumping and communications technologies to deliver 
reliable and innovative solutions to the global water treatment market. Our in-house engineering is driven by quality, 
technology and innovation. For more information on the entire Walchem product line, visit: walchem.com
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Baseplate adds 10mm to height dimensions (e,H)

180967.E
ISO 9001 registered company

Ambient Temperature:    32 to 122°F (0 to 50°C)        
Liquid Temperature:  PVC liquid ends:      32 to 104°F (0 to 40°C)
    PP, PVDF, SS liquid ends:  32 to 140°F (0 to 60°C)
    Below 32°F (0°C), pump is limited to 70% of maximum pressure.
    Liquid cannot freeze.
Relative Humidity:   30% to 90% non-condensing

Pumps should always be shielded from direct exposure to the elements.

EWP-R    EWP-R (Capacity ends in 5) EWP-R (Other capacities)
50/60 Hz, single phase  13 Watt avg.   23 Watt avg.
115 VAC ±10%   0.8 Amp max.   1.1 Amp max.
230 VAC ±10%   0.4 Amp max.   0.5 Amp max.

Approx. 9 lbs. (4.1 kg)          Approx. 14 lbs. (6.4 kg)
(Plastic liquid ends)  (Stainless Steel liquid ends)

ELECTRICAL SPECIFICATIONS

SHIPPING WEIGHT

OPERATING CONDITIONS

SPECIFICATIONS

Notes:
1. Illustrations shown represent B, C & D sizes.
2. The EWP-SH model liquid end is heavy. For additional supports, a baseplate or base support rails are recommended.
3. The Multifunction valve increases the overall length (D) by 2.5mm, the discharge height (f) by 66.5mm, and the overall height (H) by 31.8mm.
2.        The Auto-Degassing valve increases the overall height (H) and the discharge height (f) by 45.9mm

E90495:  DIN 5-Pin Field-wired Control Input/output Connector (ANA/DIG Inputs & OUT relay)

E90496:  DIN 5-Pin Field-wired Input Connector (DIG2/DIG3 Input & 12V out)

IX0018:   DIN 5-PIN Control Input connector w/5m cable (ANA/DIG Inputs & OUT relay)

IX0019:   DIN 5-PIN Control Input connector w/5m cable (DIG2/DIG3 Input & 12V out)

E90495 IX0018

IX0019E90496

Other Accessories:
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